
4" O.D.CORNER OR

OR END POST (SCH.40)

3/8" TRUSS ROD WITH

TURNBUCKLE. 2 PER

1-7/8" O.D. TOP RAIL

NO.9  GAUGE, 1-1/2" WIRE MESH

4" O.D. LINE

NOTES:

1.  IF FENCES ARE INSTALLED IN THE PROXIMITY OF TRANSMISSION LINES, VERIFY GROUNDING

REQUIREMENTS WITH PG&E.

2.  FABRIC SHALL BE 1-1/2" DIAMOND CHAIN LINK FENCE FABRIC WITH VINYL CLAD COATING.  SEE NOTE #3.

3. ALL WIRE, RAILS, POSTS AND HARDWARE SHALL BE GALVANIZED. WIRE MESH SHALL BE BLACK VINYL CLAD,

UNLESS OTHERWISE NOTED ON THE PLANS.

4.  BRACING IS THE SAME ON BOTH SIDES OF CORNER POST.

5. WINDSCREEN MATERIAL TO BE HAR-TRU DURA SCREEN PVC COATED POLYESTER FABRIC WITH HEAVY

DUTY HEMS AND BRASS GROMMETS, OR APPROVED EQUAL.  CONTINUOUS AROUND COURT FENCING.

INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

6. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR CITY APPROVAL PRIOR TO CONSTRUCTION OF GATE,

HARDWARE, FITTINGS AND FASTERNERS.  DRAWINGS SHALL BE OF SUFFICIENT SCALE AND CLARITY TO

CLEARLY ILLUSTRATE ALL CONNECTIONS AND HARDWARE.

POST (SCH 40)

5-SACK CONCRETE, TYP.

POST

CAPS,

TYP.

PARK STANDARD DETAILS

TENNIS COURT CHAIN LINK

FENCE AND WIND SCREEN
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SEE NOTE 5

END PANEL

HOLD BOTTOM RAIL 1"

FROM FINISHED GRADE

December 13, 2011

2011-65


